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COMPLETE INSPECTION, MAINTENANCE & RELIABILITY SERVICE 
Service Rate: $450.00 

 
Our Complete Inspection, Maintenance & Reliability Service combines our full baseline maintenance 
protocol with our comprehensive reliability function test — giving your 1911 or 2011 the most thorough top-
to-bottom service we offer short of a custom build. Every component is removed, cleaned, inspected by hand, 
and evaluated against the exacting standards our pistolsmiths have developed across a combined 160+ years 
of experience. When it leaves our shop, it leaves running right. 

 

ELIGIBILITY RESTRICTION 
This service is available exclusively on factory-original custom shop pistols that have not been previously 
worked on by any gunsmith other than the manufacturer. Eligible pistols include Wilson Combat, Nighthawk 
Custom, Cabot Guns, Alchemy Custom Weaponry, Atlas Gunworks, Infinity Firearms, Alpha American, and 
other recognized top-tier custom shop builds. Any pistol that has been disassembled, fitted, repaired, or 
modified by an outside gunsmith — regardless of the work performed — does not qualify for this service. If 
there is any question about prior gunsmith involvement, please contact us before submitting your pistol. 

 

MAINTENANCE & BASELINE SERVICE 

 
• Overall Inspection for Functionality — The pistol is evaluated as a system before any 

disassembly begins. Feed, function, trigger feel, safety engagement, and general mechanical condition 
are assessed and documented. 

• Complete Disassembly — The firearm is fully broken down — frame, slide, barrel, and all 
subcomponents — so every part can be properly cleaned, inspected, and serviced. 

• Thorough Cleaning — All components are cleaned of carbon, fouling, old lubricant, and debris 
using professional-grade materials. A clean pistol is a readable pistol — it's how we catch what others 
miss. 

• Spring Replacement — Recoil spring, mainspring, and associated springs are replaced with quality 
components. Springs are wear items. Fresh springs restore designed operating pressures and are one 
of the highest-value reliability improvements we make. 

• Professional Lubrication — All bearing surfaces, rails, and contact points are lubricated to spec. 
The right lubricant in the right place, in the right amount — not soaked, not dry. 

 
RELIABILITY FUNCTION TEST & INSPECTION 

 
• Complete Safety Function Verification — All safety mechanisms are tested individually for 

correct, reliable operation. Thumb safety, grip safety, disconnector, firing pin block — each is exercised 
and confirmed. 



• Full Part-by-Part Wear Inspection — Every component is examined by hand for signs of excessive 
wear, stress fractures, or failure. Anything that raises a flag gets documented and discussed with you 
before we proceed. 

• Barrel Throat & Feed Ramp Inspection — The barrel throat is examined closely to verify proper 
case support. Improper support is one of the leading causes of case head separation — we don't skip it. 

• Barrel Bore Condition Assessment — The bore is inspected for excessive wear, erosion, or rings 
left behind by squib loads. A compromised bore is identified and disclosed. 

• Extractor Tension Check & Adjustment — Extractor tension is measured and compared against 
spec. If it's out of range, we adjust it. Correct extractor tension is one of the most overlooked factors in 
reliability. 

• Ejector Tightness & Nose Condition Check — The ejector is confirmed to be fully seated and 
tight in the frame. The ejector nose is inspected for wear or chipping that could affect ejection 
consistency. 

• Trigger Evaluation — Crispness, Weight & Function — The trigger is evaluated for feel, pull 
weight, reset, and proper disconnector function. We identify whether it's performing as designed or 
drifting out of spec. 

• Grip Screw Condition Check & Replacement if Necessary — Grip screws are inspected for 
wear, stripping, and proper torque. Damaged screws are replaced — a loose grip panel is a reliability 
issue, not just a cosmetic one. 

• Grip Screw Bushing Tightness, Loctite & Re-staking — Grip screw bushings are checked for 
tightness in the frame. Loose bushings are Loctited and re-staked as necessary. 

• Sight & Optic Tightness Verification — Front and rear sights and any mounted optic are 
confirmed fully secured. Your zero is only as good as the hardware holding it in place. 

 
CUSTOMER & FIREARM INFORMATION 

 
Customer Name  Date Received  

Phone Number  Date Promised  

Email Address  KRC Work Order #  

Make / Model  Caliber  

Serial Number  Finish / Coating  

 
INSPECTION FINDINGS & TECHNICIAN NOTES 

 
Pistolsmith Notes: 

 
AUTHORIZATION & PRICING 

 
Description Rate Total 



Complete Inspection, Maintenance & Reliability Service $450.00 $450.00 

Additional Parts / Labor (if required)   

TOTAL DUE: $ 

 

 
Customer Signature 

 

 
Date 

 
By authorizing this work order, the customer confirms they are the legal owner of the firearm described above and authorizes Kings River 
Custom 1911, Inc. to perform the services indicated. All work is performed in accordance with applicable federal and Arkansas state law. 

 
Kings River Custom 1911, Inc.  •  656 Madison 2355, Huntsville, AR 72740  •  FFL: 5-71-087-07-6J-07112 

kingsrivercustom.com  •  Employee Owned  •  Quality Over Quantity 
 


